American Blinds
Roller Shades
Installation Instructions

Continuous Cord Loop, Spring Assist or Cordless Controls
p. 2 - 6

Motorized Shades
p. 6 - 15

Intermediate Brackets
p. 16 - 18

Semi-Open Cassette
p. 19 - 21

Square Cassette
p. 22 - 24

Fabric Wrapped Cornice
p. 25 - 26
INSTALLATION INSTRUCTIONS:
CORD LOOP, CORDLESS, & SPRING ASSIST

Installation
Read the instructions carefully before assembling and using the product.
Assembling process can be completed by non-professionals. For indoor use only.

⚠️ WARNING
- Young children can strangle in the loop of pull cords, chains and tapes, and cords that operate window coverings.
- To avoid strangulation and entanglement, keep cords out of the reach of young children.
- Cords may become wrapped around a child’s neck.
- Move beds, cots and furniture away from window covering cords.
- Do not tie cords together.
Make sure cords do not twist together and form a loop.

![Image of installation process]

- min. 15 mm / 0.59 in
- max. 3.5 mm / 0.13 in
- W-30 mm / 1.18 in

QR
rtube.nl/red233
WARNING

Install the child safety device as specified in the childsafe manual.
Removal
<table>
<thead>
<tr>
<th>STANDARD SAFETY DEVICE INSTALLATION GUIDE</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>1.</strong> YOU WILL RECEIVE YOUR SAFETY DEVICE ALREADY ASSEMBLED AND ON THE CHAIN FOR YOUR ROLLER SHADE.</td>
</tr>
<tr>
<td><strong>2.</strong> AFTER INSTALLING YOUR ROLLER SHADE INTO YOUR OPENING, PLEASE TAKE THE SAFETY DEVICE AND BRING IT TO THE BOTTOM OF YOUR CHAIN. YOU WILL NEED TO PUSH THE TENSION SPRING IN TO ALLOW YOU TO MOVE THE SAFETY DEVICE DOWN THE CHAIN.</td>
</tr>
<tr>
<td><strong>3.</strong> ONCE YOU HAVE YOUR STANDARD SAFETY DEVICE TO THE BOTTOM OF CHAIN AND IN POSITION OF WHERE YOU WOULD LIKE IT (ALLOWING THE CHAIN TO HAVE SOME SLACK—THIS WAY THE BEADED CHAIN AND CONNECTORS SLIDE THROUGH EASILY) AND USE THE PROVIDED SCREWS TO ATTACH THE SAFETY DEVICE TO YOUR WALL.</td>
</tr>
</tbody>
</table>

**EXTRA INFORMATION:** THE LOOP SHOULD PASS FREELY THROUGH THE STANDARD SAFETY DEVICE. TOO MUCH TENSION CAUSES EXCESSIVE WEAR ON THE CHAIN. DO NOT CROSS THE CHAIN WHEN INSTALLING, CHAIN NEEDS TO BE A SMOOTH LOOP. ANCHORS MAY BE NEEDED DEPENDING ON YOUR WALL. ANCHORS NOT INCLUDED.
**INSTALLATION INSTRUCTIONS: MOTORIZED SHADES**

**WARNING**

- Young children can strangle in the loop of pull cords, chains and tapes, and cords that operate window coverings.
- To avoid strangulation and entanglement, keep cords out of the reach of young children. Cords may become wrapped around a child’s neck.
- Move beds, cots and furniture away from window covering cords.
- Do not tie cords together. Make sure cords do not twist together and form a loop.

**Installation**

Read the instructions carefully before assembling and using the product. Assembling process can be completed by non-professionals. For indoor use only.
Installation

Removal
Mains electricity

constantly connected to mains electricity.

Rechargeable battery

Charge the battery until the LED emits a green light.
Operating

- Up
- Down
- Stop
  2 sec: Favorite position

Changing the battery

- CR2430 3V
- 2x CR2016 1.5V
Adjust lower position

Lower the shade by pressing the **down button** on the remote when the shade is close to your desired end position press the **center button**.

Press the **program button** on the motor. When program mode is activated the shade will start stepping.
Tap the **down button** until the desired end position has been reached.

Set the position by holding the **center + down button** for approximately 3 seconds. The shade will give a confirmation by stopping the stepping sequence for 3 seconds.

Press the **program button** on the motor to exit program mode. The shade will stop stepping. The settings are saved.
Customize favorite position

Raise or lower the shade by pressing the up button or down button on the remote when the shade is close to your desired favorite position. Press the center button.

Press the program button on the motor to exit program mode. The shade will stop stepping. The settings are saved.
Press the program button on the motor to exit program mode. The shade will stop stepping.

Save your favorite position by holding the center button for approximately 2 seconds. The shade will give a confirmation by stopping the stepping sequence for 3 seconds.
Press the program button on the motor. When program mode is activated the shade will start stepping.

Add more shades to one remote:
Press program button on a different motor and repeat steps 1 and 2 for each shade.

Pair/unpair by pressing the program button (use pen)
Action confirmed: motor stops stepping for 3 seconds

Exit Program mode:
Press program button on the motor,
The motor stops stepping.

Pairing a shade to the remote that is already paired with the shade, will delete the pairing.
**INSTALLATION INSTRUCTIONS: INTERMEDIATE BRACKETS**

**Installation**
Read the instructions carefully before assembling and using the product. Assembling process can be completed by non-professionals. For indoor use only.

**WARNING**
- Young children can strangle in the loop of pull cords, chains and tapes, and cords that operate window coverings.
- To avoid strangulation and entanglement, keep cords out of the reach of young children. Cords may become wrapped around a child’s neck.
- Move beds, cots and furniture away from window covering cords.
- Do not tie cords together. Make sure cords do not twist together and form a loop.

![Diagram of installation process]

**QR**
rtube.nl/red610

**American Blinds** 15 **Installation Instructions**
Adjust the blinds in the upper position until the blinds are aligned.

WARNING
Install the child safety device as specified in the childsafe manual.
Installation

Read the instructions carefully before assembling and using the product. Assembling process can be completed by non-professionals. For indoor use only.

**WARNING**

- Young children can strangle in the loop of pull cords, chains and tapes, and cords that operate window coverings.
- To avoid strangulation and entanglement, keep cords out of the reach of young children.
- Cords may become wrapped around a child's neck.
- Move beds, cots and furniture away from window covering cords.
- Do not tie cords together. Make sure cords do not twist together and form a loop.

---

**INSTALLATION INSTRUCTIONS: SEMI OPEN CASSETTE**

---

**American Blinds**

18 Installation Instructions
Install the child safety device as specified in the childsafe manual.

WARNING

Wall mounted only

Place on chain side
Removal

Only for wall mounting
WARNING

- Young children can strangle in the loop of pull cords, chains and tapes, and cords that operate window coverings.
- To avoid strangulation and entanglement, keep cords out of the reach of young children.
- Cords may become wrapped around a child’s neck.
- Move beds, cots and furniture away from window covering cords.
- Do not tie cords together. Make sure cords do not twist together and form a loop.

INSTALLATION INSTRUCTIONS: SQUARE CASSETTE

Installation

Read the instructions carefully before assembling and using the product. Assembling process can be completed by non-professionals. For indoor use only.
Install the child safety device as specified in the childsafe manual.

**WARNING**

Wall mounted only

Place on chain side
Removal

Only for wall mounting
YOU WILL RECEIVE YOUR CORNICE WITH NECESSARY SCREWS AND PRE-DRILLED HOLES. START DRILLING YOUR SCREWS INTO THE CORNICE, JUST ENOUGH TO PEEP THROUGH THE TOP OF THE CORNICE. PLACE YOUR CORNICE INSIDE YOUR WINDOW FRAME AND CENTER IT. ONCE IT IS PROPERLY PLACE IN THE WINDOW FRAME YOU MAY PUSH YOUR CORNICE UP TO THE FRAME, JUST ENOUGH TO LEAVE AN INDENT OF THE SCREW TIPS. REMOVE YOUR CORNICE AND DRILL YOUR HOLES FOR THE INSTALLATION. USE PROPER ANCHORS (NOT INCLUDED) IF NEEDED. ONCE THAT HAS BEEN COMPLETED YOU MAY NOW TAKE YOUR CORNICE AND SCREWS- PLACE YOUR CORNICE BACK UP INTO THE WINDOW FRAME AND USE YOUR DRILL TO DRILL YOUR SCREWS INTO THE PRE-DRILLED HOLES. MAKE SURE YOUR SCREWS ARE TIGHT ENOUGH, AND SECURE IN YOUR OPENING. INSTALLTION OF YOUR INSIDE MOUNT CORNICE IS COMPLETED.
**OUTSIDE MOUNT INSTALL:**

YOU WILL RECEIVE YOUR CORNICE WITH NECESSARY MOUNTING BRACKETS (L BRACKETS) AND BOTH LONG AND SHORT SCREWS. TAKE YOUR MOUNTING BRACKETS AND PLACE THEM EITHER TO YOUR WINDOW FRAME OR ABOVE YOUR WINDOW FRAME. WHEN IN THE DESIRED PLACE- TAKE THE LONG SCREWS AND MARK WHERE YOU NEED TO PLACE THE ANCHORS (NOT INCLUDED) IF NEEDED. INSERT ANCHORS, THEN PLACE YOUR BRACKETS IN PROPER PLACE AND SCREW YOUR LONG SCREWS INTO YOUR WALL OR WINDOW FRAME. PLEASE MAKE SURE YOUR BRACKETS ARE LEVEL WITH EACH OTHER. USE A LEVEL IF AVAILABLE. AFTER BRACKETS ARE ATTACHED TO YOUR DESIRED LOCATION- PLACE YOUR DUSTCAP ON TOP OF THE BRACKETS. CENTER YOUR OUTSIDE MOUNT CORNICE AGAINST YOUR OPENING. ONCE CENTERED TAKE THE SHORT SCREWS PROVIDED AND DRILL FROM THE INSIDE OF YOUR CORNICE TOWARDS THE CEILING. MAKE SURE ALL SCREWS ARE TIGHT ENOUGH AND SECURE. INSTALLATION OF YOUR OUTSIDE MOUNT CORNICE IS COMPLETE.

**ADDITIONAL PARTS NEEDED:**
ANCHORS (DEPENDING ON INSTALLATION SURFACE)
SCREW DRIVER/DRILL
LEVEL