
INSTALLATION GUIDE

ROLLER SHADES
CONTINUOUS CORD LOOP

1. Mount the Brackets
If the clutch is on the right end of the shade, attach the brackets to the window frame, window molding, wall or
ceiling, as shown below. If the clutch is on the left end of the shade, reverse the bracket positions, left for right.
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the window molding
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the window frame

2. Install the Shade
• Push the clutch straight onto the blade of its bracket. The

bottom of the clutch should always point straight down.
• Lower the lug of the end plug onto the “V” of its bracket.

The roller should fit in the brackets securely, with just a
little play. Rotate the riveted retainer portion to lock the
lug in position.

3. Mount the Brackets
The tension device reduces the hazards of strangulation and entanglement of young children
and pets by limiting access to the control cord. Anchor the tension device that is attached to the
shade’s control cord to the window frame or wall so that young children or pets cannot pull the
cord around their necks.
• Lower the shade.
• Hold the tension device upright so the Warning Tag hangs straight down as shown in diagram.
• Position the tension device on the window frame or the wall so that the tension device and

control cord do not interfere with raising or lowering the shade. The tension device should be
installed without stretching or pulling down on the control cord. Stretching the cord will cause
excessive wear. Do not twist or cross the control cord. If using stop balls, position the tension
device 1/4” higher to allow the stop ball to pass thru the tension device.

• Holding the tension device upright and in position as shown, insert and secure the screw
through the hole. The mounting screw must be secured into a solid surface or molly.



4. Use the Control Cord to Operate the Shade
Pulling gently on the cord in one direction raises the shade; pulling it in the other direction lowers it.
On shades where the fabric rolls against the window, the front cord does the raising.
On shades where the fabric rolls toward the room, the rear cord does the raising.

5. Attach Stops to a Control Cord that’s made of Bead Chain
On metal bead chain, attach a metal stop ball that is at least 5/16” in diameter, so that it touches the mouth of
the clutch when the shade is in the all-rolled-up position. For metal or plastic bead chain, lower the shade to sill
or floor height, and attach the appropriate metal stop or plastic connector next to the clutch, this prevents the
shade from being lowered beyond that point.

CASSETTE INSTALLATION
1. Mount the Brackets
Mount the brackets to the wall or window frame, with the outside brackets no further than 2” (5 cm) from the
ends of the headrail. On wide shades, space the additional bracket(s) at equal intervals.
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on the bottom.

2. Mount the Headrail
Position the headrail with the front panel (A) resting on the top lip of all brackets. Push the bottom front of the
headrail firmly backwards and toward the window until the lip on the rear of the headrail engages the bracket
and snaps into place, (B) as shown.
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3. Install the Tension Device
The tension device reduces the hazards of strangulation and entanglement of young children
or pets by limiting access to the control cord. Anchor the tension device that is attached to the
shade’s control cord to the window frame or wall so that young children or pets cannot pull the
cord around their necks.

• Lower the shade.
• Hold the tension device upright so the warning tag hangs straight down as shown in

diagram.
• Position the tension device on the window frame or the wall so that the tension device and

control cord do not interfere with raising or lowering the shade. The tension device should
be installed without stretching or pulling down on the control cord. Stretching the cord will
cause excessive wear. Do not twist or cross the control cord.

• Holding the tension device upright, and in position, as shown, insert and secure the screw
through the hole. The mounting screw must be secured into a solid surface or molly.

4. Operate the Shade
Operate the shade by pulling down on one side of the cord - one side of the cord raises the shade, the other
side lowers the shade. Do not lift the bottom rail with your hands. Also, be careful not to place objects on the
window sill that will interfere with operating the shade or cause it to hang unevenly.

5. To Remove a Shade
To remove a shade, from the bottom rear of the headrail insert a flathead screwdriver in between the headrail
and bracket. Gently twist the screwdriver and pry open the bracket to release the headrail. As you release the
brackets, support the headrail to keep it from falling.

FASCIA INSTALLATION

1. Mount the Brackets
The open end of each bracket faces downward, as shown in the drawing below. NOTE: If you have an inside
mount and must use inside mount holes, you will have to drill your own holes in the side of the bracket. Use at
least two screws per bracket, and make sure that the screw heads clear the clutch.

V
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2. Install the Shade
Push the clutch straight onto the blade of its bracket. The bottom of the clutch should always point straight
down, as shown in the illustration on page 3. Lower the lug of the end plug onto the V of its bracket. The roller
should fit in the brackets securely, with just a little play.

ATTACH FASCIA PANEL
Attach the fascia by first hooking the top lip of the fascia 
panel onto the bracket as shown. Swing the bottom of the 
fascia panel towards the bracket and gently press at the 
bottom of the panel until the lip on the fascia engages and 
snaps lock to the bracket.

3. Attach Stops to Metal or Plastic Bead Chain
For plastic bead chain, use connector for top stop and attach another connector for lower stop. For metal
bead chain, attach a metal stop ball at least 5/16” (8 mm) in diameter so that it touches the clutch when the
shade is rolled all the way up. For both kinds of bead chain, lower the shade to sill or floor height, and snap the
appropriate metal stop or plastic connector on the opposite side from the stop, so that the shade cannot be
lowered beyond that point.

4. Install the Tension Device
The tension device reduces the hazards of strangulation and entanglement of young children
or pets by limiting access to the control cord. Anchor the tension device that is attached to the
shade’s control cord to the window frame or wall so that young children or pets cannot pull the
cord around their necks.

• Lower the shade.
• Hold the tension device upright so the warning tag hangs straight down as shown in

diagram.
• Position the tension device on the window frame or the wall so that the tension device and

control cord do not interfere with raising or lowering the shade.
• The tension device should be installed without stretching or pulling down on the control

cord. Stretching the cord will cause excessive wear. Do not twist or cross the control cord.
If using stop balls on bead chain, position the tension device 1/4” higher to allow the stop
ball to pass thru the tension device.

• Holding the tension device upright, and in position, as shown, insert and secure the screw
through the hole. The mounting screw must be secured into a solid surface or molly.

5. Use the Control Cord or Bead Chain to Operate the Shade
Pulling gently on one side of the control cord or bead chain raises the shade; pulling down on the
other side lowers it.



INSTALLATION GUIDE

ROLLER SHADES
CORDLESS

1. Mount the Brackets
If the clutch is on the right end of the shade, attach the brackets to the window frame, window molding, wall or
ceiling, as shown below. If the clutch is on the left end of the shade, reverse the bracket positions, left for right.
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2. Install the Shade
Brackets are universal and can be fitted either to the left or right
hand side, inside, wall, or ceiling mount.  Screw the brackets in
place.  For regular roll shades (fabric is rolled off the back of the
roller), lift the shade up to the brackets with the fabric hanging
closest to the window.  For reverse roller shades (fabric is rolled
off the front of the roller), lift the shade up to the brackets with the
fabric hanging closest into the room.

3. Adjusting the Tension
Although the spring mechanisms are pre-tensioned at the factory, occasionally, they will uncoil during shipping.  If this
occurs, the shade will not raise or lower properly.

The tension can be adjusted with the Side Adjust Clutch Bracket. To tighten the tension, turn the screw at the end of 
the bracket clockwise with a flat head screwdriver until the desired tension is reached. To loosen the tension, turn the 
screw counter-clockwise until the desired tension is reached. 

If a Wheel Adjust Bracket has been used for the Cordless Spring Drive, then turn the wheel clockwise to tighten tension 
and counter-clockwise to loosen tension. Repeat the necessary number of turns until the required tension is achieved. 

If using our fabric wrap bottom rail, an alternate method would be to tighten the tension by lowering the shade and 
wrapping the fabric back over the tube through the opening between the tube and the headrail. To loosen the tension, 
simply reverse the procedure. 

If using a different bottom rail, then the method in the previous section should be used.

Tip: If the shade is pulled down too far, it will lock into this position. It can easily be reset by simply reversing 
the turn of the roller. Grab the tube at the top and rotate it towards the back opening in the headrail. The shade 
will re-engage, roll up and will be ready to use again.

Note: No matter what method is used to set the tension, the Stop Point MUST BE RESET AFTER EACH TENSION 
ADJUSTMENT



CASSETTE INSTALLATION
1. Mount the Brackets
Mount the brackets to the wall or window frame, with the outside brackets no further than 2” (5 cm) from the
ends of the headrail. On wide shades, space the additional bracket(s) at equal intervals.
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2. Mount the Headrail
Position the headrail with the front panel (A) resting on the top lip of all brackets. Push the bottom front of the
headrail firmly backwards and toward the window until the lip on the rear of the headrail engages the bracket
and snaps into place, (B) as shown.
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3. To Remove a Shade
To remove a shade, from the bottom rear of the headrail insert a flathead screwdriver in between the headrail
and bracket. Gently twist the screwdriver and pry open the bracket to release the headrail. As you release the
brackets, support the headrail to keep it from falling.



FASCIA INSTALLATION

1. Mount the Brackets
The open end of each bracket faces downward, as shown in the drawing below. NOTE: If you have an inside
mount and must use inside mount holes, you will have to drill your own holes in the side of the bracket. Use at
least two screws per bracket, and make sure that the screw heads clear the clutch.
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2. Install the Shade
Push the clutch straight onto the blade of its bracket. The bottom of the clutch should always point straight
down, as shown in the illustration on page 3. Lower the lug of the end plug onto the V of its bracket. The roller
should fit in the brackets securely, with just a little play.

ATTACH FASCIA PANEL
Attach the fascia by first hooking the top lip of the fascia 
panel onto the bracket as shown. Swing the bottom of the 
fascia panel towards the bracket and gently press at the 
bottom of the panel until the lip on the fascia engages and 
snaps lock to the bracket.
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