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Wood Blinds

Installation
Instructions

for

Care and Cleaning
Minimal care and cleaning is needed to maintain the 
beauty of your blinds. 

To Vacuum: Use Brush or Dust head attachment.

To Dust: Use soft, clean cloth.

 Operation



 

TILT ONLY Motor 
To tilt the slats in small steps, click on the Tilt-Up or Tilt-Down button on 
the left side. To tilt the slats faster, press and hold for a moment on the 
Raise or Lower Blind buttons on the right side. To stop the movement at 
any time, press the button [-] 
 
TILT AND LIFT Motor 
To tilt the slats in small steps, click on the Tilt-Up or Tilt-Down button on 
the left side. To raise or lower the blind, press and hold for a moment on 
the Raise or Lower Blind buttons on the right side. To stop the movement 
at any time, press the button [-]  
 
Remote Battery 

To replace the battery in the remote, slightly push and 
slide down the cover in the back of the Remote. Use only 
a CR 2450 lithium battery.  
 
 

 

 

 
 
Motorized Blinds 
 

 

 

 

 

 

Operating Instructions for 

• Tilt and Lift Motors 
• Tilt Only Motors 

 

 

 

 



General Information 
There are two motor types: Tilt-and-Lift (TL) and Tilt-Only (TO) 
Tilt-and-Lift motors will let you tilt (orient) the wood slats to control the 
light getting into the room and also, raise or lower your blind. When lifting 
or lowering your blind, the slats will be tilted to the “closed” position.   
Tilt-Only motors will only let you tilt the wood blind slats 
 
You will not require an electrician to install your blinds because all our 
motorized blinds are battery operated. Eight AA batteries are included. 
 
The batteries are contained in a metal tube (Battery Pack) that must be 
connected to the motor inside the steel head rail of your blind.  This tube is 
attached to the back of the wood valance to facilitate the replacement of 
batteries when necessary. The motor will not lose the programming if it is 
disconnected from the batteries.  
 
A remote control is necessary to operate your blinds. This remote has been 
programmed in the factory to operate this blind. One remote can operate 
up to 15 blinds. If you ordered several motorized blinds, each blind is 
factory-assigned to a Channel Number in the remote control. You can 
operate them individually (or all at once) in Channel 0. The remote 
communicates to the motor with radio frequency and it is not necessary to 
point it directly to the blind. If you lose your remote, you will have to order 
a replacement. 
 
If in the unusual case your motor needs to be re-programmed, you must 
request the “Programming Motorized Blinds” manual to our Customer 
Service department. 
 
 

 

 

Battery Pack 

 

The Battery Pack is attached to the back of the valance. You must bring the 
valance close to the blind headrail to plug the Battery Pack to the motor, as 
shown below. 

 

To replace dead batteries, you need to lift the valance and pull it out. 
Unplug the Battery Pack from the motor and carefully snap out the pack 
from the battery clips. Unscrew the tube end opposite to the wire head and 
replace the 8 AA batteries. The tube has markings to show the direction to 
insert the batteries. For longer duration, Lithium-Ion batteries are 
recommended 

Remote  
 
Your Remote is already programmed to operate your blind(s) in the 
Channel you requested in your order.  Each blind has a sticker in the front 
of the headrail showing the Channel Number that was programmed on 
your remote. Channel 0 (zero) operates all blinds at the same time. 
To select the Channel related to your blind, press the buttons [<    >] until 
you see the desired Channel in the screen. 
Remote for Tilt-Only is the same as the Tilt-and-Lift.  The operation is 
different, as explained ahead. 
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